
Radio controlled model warships use various high tech electronic technologies and compressed gas

(Co2) systems. Improper use of these products can result in serious injury, or even death. Please

read this manual carefully before Installing and using components purchased.  Make sure to be

conscious of your own safety and the safety of others.

Neither Battlers Connection Inc. nor its affiliated groups or sellers have any control over the

assembly, maintenance, and use of this product. Therefore, no responsibility can be traced

back to the manufacturer.  By assembling and/or using this product, you hereby agree to

release Battlers Connection Inc., its Distributors, Dealers, and Affiliates from any

responsibility or liability arising from the use of this product.

The user/purchaser is responsible for common knowledge and observance of one's own safety and

the safety of others that may be affected by the use of the product be they a participant or spectator.

After the sale of this product, we cannot maintain any control over its operation or usage. We

recommend that you obtain assistance from an experienced operator before attempting to use our

products and to help verify proper assembly and setup. This Battlers Connection product is a

consumer item that requires a certain degree of skill to operate. Any damage or dissatisfaction as a

result of accidents or modifications are not covered by any warranty and cannot be returned for repair

or replacement.
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Care and maintenance

Disassembly requires removing Co2 Tank and completely

vent all remaining pressure in the system. Remove the

threaded Regulator cap to service and inspect all parts. Use

exploded view for proper orientation for reassembly. Once

assembled regulator cap requires firm hand tightening.

Cleaning and lubrication is strongly recommended prior to

use. Use a light oil safe for Buna-N Rubber. Avoid aerosol

based oils or oils not safe for anodized aluminum. Replace

all seals annually.

Ensure all components are free of corrosion or damage. Use

only factory replacement seals.

RG150-3 or RG150-N
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Copyright©2016 Battlers Connection Inc. All rights reserved

Specifications

Length: 2.70"

Dia: 1.1"

Weight: 2.4oz


